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- The IBM System/38 has implemented "capability addressing". At the user interface, 16- 
byte pointers, called "system pointers", are constructed and presented to the Supervisor 
to perform high level functions. These system pointers represent address spaces, such as 
data base files, which the user cannot manipulate directly, but must use Supervisor- 
defined functions to manipulate. These system pointers may and often do include the 
authority to certain operations. Thus, the Supervisor uses the contents of pointers to 
validate function requests. This allows a flexible, high performance architecture. 
Similar 16-byte pointers control access to "Space Objects" which are linear address 
spaces. These address spaces contain 16-byte pointers and data together. The user has 
direct addressability to "Space Objects", allowing manipulation of multiple address 
spaces. Note that one option is to make a "Space Object" permanent. Unlike ordinary 
computational storage, pointers stored in "Space Objects" can be permanently located on 
Direct Access Storage Devices (DASDs) . This form of addressing, where all permanent 
storage on the system is defined as addressable, segmented address spaces are called 
Single Level Store. The combination of Single Level Store and 16-byte capability 
pointers have been proposed for several architectures as well as being implemented on 
System/38. Other such architectures have come to similar conclusions about pointer size 
(16 bytes) and storing authority information in the pointer. This 16-byte pointer 
interface represents most of the protection mechanism of such architectures. That is, 
the ability to address storage represented by the 16-byte pointer is controlled by 
preventing the use of counterfeit pointers. The system requires a method of checking a 
pointer before loading it into a register capable of loading data storage. The remaining 
control is to prevent access to a limited region of each address space and to disallow a 
few instructions from being issued by the user. The usual solution to this problem is to 
implement a "tagged" main storage. Every 16-byte region of main storage has an 
associated bit which indicates whether or not the 16-byte area has a valid pointer. 
Ordinary arithmetic operations destroy this tag. Only special privileged Supervisor 
instructions may turn the tag bit on, creating a pointer. Thus, 16-byte pointers may 
only be created under Supervisor, and attempts to create counterfeit pointers are 
detected by checking the hardware tag bit. Because the storage of the tags in main 
storage and on the DASD is a major complication (especially in trying to use common 
hardware with non-tagged machines) , it would be extremely desirable to "tag" the 
pointers in a different way. This method: - Solves the problem of tagging without using 
hardware tags. - Has almost the same performance characteristics. - Does not affect how 
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non-Supervisor code views the system. - With one exception, has the same security as the 
original hardware method. - Maintains position and time independence. Whether or not a 
pointer is valid does not depend on when it was constructed or its location. It is only 
dependent on the 16-byte pointer contents itself. The problem of tagging pointers 
without using hardware tags is twofold. First, the legitimate presentation of pointers 
must be cheaply validated. Second, the attempt to alter arbitrary bytes of storage to 
appear to be a valid pointer must be prevented. In particular, it must not be possible 
to take a pointer which contains particular kinds of authority, such as retrieving 
records, and upgrade the authority, such as to add insert authority. Another important 
aspect is that valid pointers must be permitted to be freely copied. The key notion of 
capability architecture is once a copy is given out with a given authority, such 
authority must be assumed given to the recipient for all time. Moreover, the recipient 
may copy it at will. This property is understood and expected by user level code. To 
limit the number of tag bits, 16 bytes has always been the size of such pointers, 
cryptography can be used. However, it is easy to compress the meaningful contents of a 
pointer into only 8 bytes. Two high-order bits would describe the pointer type (system, 
space, possibly others), 5 bytes less two bits would contain the Address Space 
Identifier. A 3-byte offset, either for the offset within the address space (for Space 
Objects) or for authority information (System Object Pointers), completing 8 bytes. This 
leaves an 8-byte area for a cryptogram to replace the hardware tag bit. A brief summary 
of relevant cryptography will lay the basis for how this can be done. In cryptographic 
authentication there is usually the following: - Some important data to be protected. - 
The need to protect not only the data, but to validate that the data came from a valid 
sender. The key to the solution is the existence of cryptographic algorithms with 
certain properties: - An encryption function, f, which is a function of a key x and 
arbitrary input y. Thus, z= f (x,y) forms a cryptogram z from key x using plaintext y. - 
For any proposed f there is a counterfeit encryption function F which performs z= F(y). 
That is, there is some function F which mimics the cipher without the key. Additionally, 
since both are reversible, there are inverse functions y= g(x,z) (the legitimate 
decryption function) and y= G(z) (the illicit decryption function) which reverse f and 
F. - The function G can be used by an opponent to illicitly obtain the plaintext y from 
cryptogram z. - Function F creates counterfeit cryptograms from plaintext y. - 
Cryptographic functions (such as the Data Encryption Standard (DES) ) exist which have 
the property that "f" and "g" are reasonably efficient to compute and that "F" and "G" 
are computationally infeasible. For the Data Encryption Standard, this is believed to be 
true because the only known G is simply to try g(x,y) for all x until cryptogram z is 
observed. Since there are 2 to the 56th keys, and since 2 to the 55 average trials would 
normally be needed and 2 to the 49 or fewer trials would succeed less than one percent 
of the time, the system is asserted to be computationally infeasible to solve with 
foreseeable technology. As with all encryptions, someone may discover more efficient 
illicit F or G functions, but the system has withstood close scrutiny for a considerable 
period which allows as much confidence as can be had for a cryptosystem. - An additional 
restriction comes from the following. Every object created must have a pointer and must 
be tagged. If the encryption is system wide, then all users will have access to the 
function f(x,y'). Therefore, users can collect their own pairs z',y* in an attempt to 
discover someone else's z and y. Also possible is an attempt to deduce x. Once again, 
the Data Encryption Standard is believed to be invulnerable even to this level of 
attack, even with large numbers of z' and y* sets available. The remaining element of 
the solution is that Supervisor has an encapsulated portion of each address space which 
users cannot reference or display and that the 5-byte Address Space Identifier is unique 
over the life of the system. System/38 has several levels of authorization in the system 
pointer. Suppose, for simplification, there were only four levels. For example: None, 
Read, Write/Modify, Destroy. Suppose these levels were hierarchical such that destroy 
implied write, write iir^lied read, and read implied none. Suppose a secure procedure 
existed for setting five system-wide secret keys (xl thru x5) . When Supervisor creates 
an object, it forms four cryptograms and places them in the encapsulated portion of the 
object: - zl = f(xl,y), where y is a pointer to object y without authority. - z2 = f 
(x2,y), where y is a pointer with read authority. - z3 = f(x3,y), where y is a pointer 
with write/modify authority. - z4 = f(x4,y), where y is a pointer with destroy 
authority. - For Space Objects only, set z5 = f(x5,y), where y is a pointer of type 
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"space" (the others above had type "system"). When storing a System Pointer, Supervisor 
examines authority requested and copy zl, z2, z3, or z4 into the area reserved for the 
cryptogram/ tag. Note that Supervisor may reject requests when the user asks Supervisor 
for more authority than the user is entitled to have. Space Pointers, when created, will 
always use cryptogram z5, regardless of offset. An encrypted pointer is shown in the 
figure below. ***** SEE ORIGINAL DOCUMENT ***** when loading a System Pointer, the 
system examines the authority in the pointer and selects a single cryptogram in the 
object header for comparison. The cryptogram selected is based on the highest level of 
hierarchical authority in the presented pointer. A match is given only if the cryptogram 
in the other portion of the pointer agrees with the selected cryptogram. The fact that 
other cryptograms may match, such as those with higher or lower hierarchical authority, 
is not checked. Space Pointers may be loaded after checking z5 and a bit indicating that 
the object is indeed a space object against the user-provided cryptogram. A hierarchical 
authority is not strictly required, but is a practical requirement. Even with only 4 
authorities, 16 cryptograms would be required to have all of the authorities 
independent. This is already burdensome and rises to 32 if a fifth authority is added. 
Because more than one cryptogram is clearly required, a hierarchy of authorities is the 
natural choice. /Assuming that the cryptograms are iirpossible to counterfeit, the 
following may be observed: - The Pointers may be freely copied. Since the cryptogram 
moves with the pointer, the pointer is just as valid in the copy as in the original. 
Likewise, a bogus pointer is not enhanced by moving it to some special place. - Pointers 
may not have their authority enhanced. In order to load a pointer with higher authority, 
a new cryptogram must also be presented. If one possesses a pointer, then one knows what 
its cryptogram is. However, if one possesses a pointer to an object with a low 
hierarchical authority, it is computationally infeasible to construct a pointer of 
greater authority. - Pointers may not be constructed. If one knows the low-order eight 
bytes of an object which one has no authority to, it is computationally infeasible to 
construct a pointer from scratch. For a system such as System/38: - All pointers must be 
validated before their first use. Note that not all uses of pointers must be validated; 
they might be loaded into an internal register and used multiple times. - No references 
must be made using pointers loaded by a program with superior authority. System 38 
allows certain programs to adopt "User Profiles". This capability allows users to obtain 
pointers with authority which would otherwise be unavailable. 

Such programs must not return to their caller with internally loaded pointers 
accessible. - No references must be allowed to the encapsulated part of the object which 
contains the cryptograms. - No references must be allowed to the secret keys xl through 
x5. Key management is no different than the standard key management problem for a 
communications network. Since the user can only load pointers by presenting a 16-byte 
pointer, it is required that the user not be able to generate bogus pointers. One way a 
user might cause mischief is to alter the type bits to convert a system pointer to a 
space pointer. This would fool Supervisor into thinking the object was a space rather 
than an encapsulated object. However, since the plaintext is changed, the cryptogram 
must also change to successfully present the pointer. This is asserted as 
computationally infeasible when the DES is used. A user might turn authority bits on to 
improve hierarchical authority. However, the cryptogram must be altered. This is 
computationally infeasible. Revoking authority of a System Pointer can be done, but will 
not work unless the user has created a different pointer with less authority so the 
cryptogram may be copied. In such a case, the same interface could as easily be used. 
This case seems degenerate, but it is iir^ortant to note for compatibility. If users 
clobber their own pointers, this should be detected and flagged. Revoking authority is 
one such alteration. Alteration of the cryptogram by the user does not solve the cipher 
to attempt to present fully authorized pointers because that is computationally 
infeasible. Instead, all possible cryptograms are presented directly. To defeat this 
attack, it is necessary only for Supervisor to assure that a particular exception, 
presentation of an invalid pointer, takes a finite time. Explicitly reading in a 
particular DASD sector, for example, will provide about 50 milliseconds or more, 
independent of Central Processing Unit (CPU) speed. Or a CPU loop of model dependent 
size may be executed to guarantee a certain speed. For 2 to the 63 average trials it 
would take 292 thousand years at one microsecond per trial. An important side note is 
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that it would be nearly impossible for an uninitialized pointer to be accidentally 
loaded, i.e., an attempt to load arbitrary bytes as a pointer due to a bug is for all 
practical purposes guaranteed to fail. Exhaustive DES attack is also possible but with 
an average of 2 to the 55th trials, 1100 years would be required at a microsecond per 
trial. Atteirpts to steal arbitrary files is also possible. Another approach is to 
essentially fix the cryptogram and try all possible plaintexts. The malicious user wants 
to wipe out "anybody's" file rather than a particular file, such as payroll. 
Statistically, this is the classic problem of removing balls from a well stirred urn 
without re placement. However, while the expression is easily written, the numbers (2 to 
the 64 factorial) are impossible to compute and Stirling's formula has too large an 
error for this calculation. However, it is possible to overestimate the malicious user's 
odds of success by approximating the large well stirred urn with a "smaller" well 
stirred urn with replacement. Such calculations show the costs are still on the order of 
2 to the 63rd total trials. Attempts can be made to steal the image of a pointer. One 
feature of genuine hardware tagging which this solution cannot match is that of the 
"dump attack". If a malicious user obtains a storage dump with pointers displayed in 
hexadecimal form, he may copy such pointers and present them. With true hardware 
tagging, this attack is not possible. Accordingly, storage dumps have to be carefully 
structured and limited. However, such dumps are available only through service 
interfaces in System/38. As long as dumps are controlled, the system has no less of an 
exposure than it already has to various forms of invasion. For instance, if the 
malicious user is allowed service interfaces on today's System/38, pointers could be 
constructed, or more simply, authorities could be directly granted, obviating the need 
to illicitly create pointers. Given the enormous odds against arbitrary storage of 
appearing tagged when it is not, dump code of all kinds could present labeled 
information in place of detected tags, greatly limiting the problem. The "dump attack" 
is a weakness compared to true hardware tagging. System/38 has a translated interface, 
users cannot directly present instructions, but must have them generated from a program 
template. Thus, System/38 may support encapsulated space objects by controlling storage 
references in the generated code. Certain instructions in the current System/38 
implementation assist this reference control. For machines which allow direct code 
generation, the mechanism works as follows: - Each storage reference has the high-order 
N bits fed to an N+1 input AND gate. The "extra" input would be the "privilege bit". 
This bit is a flip-flop which is turned on by any suitable mechanism, such as a 
System/370 SVC. If the address bits are zero and the inverse of the privilege bit is 
also zero, the reference is allowed. - Since single level store of some kind is implied, 
the load of a segment register would have to be privileged. One or two operations would 
be required. One would simply load the segment register with the Address Identifier. The 
second operation would use standard priority encoding circuits to implement "Load 
Cryptogram Address" from the contents of the eight bytes of pointer. Both operations 
could be combined into a single, privileged instruction. 
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1 Effective Web data extraction with standard XML technologies 
Jussl Myllymaki 

^ Proceedings of the tenth international conference on World Wide Web April 2001 
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2 Modelling stars using XML 
Jaroslav Pokorny 

^ Proceedings of the 4th ACM international workshop on Data warehousing and OLAP 

November 2001 

We suppose collections of XML data described by Document Type Definitions (DTDs). This 
data has been generated by applications and plays a role of OLTP database(s). A star 
schema, a well-known technique used in data warehousing, can be applied. Then dinnension 
information is supposed to be contained in XML data. We will use the notions of subDTD and 
view, and formulate referential integrity constraints in XML environment. We use simple 
pattern matching capabilities of current XML query languages ... 



80% 



3 Babel: representing business rules in XML for application integration 80% 

Huaxin Zhang , Eleni Stroulia 
— Proceedings of the 23rd international conference on Software engineering July 2001 

In this paper, we discuss Babel, a prototype tool for integrating multiple heterogeneous 
applications, by wrapping them and by specifying the logic of their interoperation in XML. 



4 Software Performance Engineering of a Web service-based Clinical Decision 77% 

[2 Support infrastructure 

ACM SZGSOFT Software Engineering Notes , Proceedings of the fourth international 
workshop on Software and performance January 2004 
Volume 29 Issue 1 

This paper has two contributions: a) it proposes a web services-based infrastructure to 
support Clinical Decision Support Systems (CDSSs) for processing multi-domain medical 
data from the obstetrical, perinatal and neonatal care domains, and b) applies Software 
Performance Engineering (SPE) to the proposed infrastructure. This extends a XML-based 
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framework for med^^data interoperability and integration ^^DSSs into the Neonatal 
Intensive Care Unit, developed previously by the authors. The fr ... 



5 Document exchange nnodel for augnnenting added value of B2B collaboration 77% 

Koichl Hayashi , Riichiro Mizoguchi 
— Proceedings of the 5th international conference on Electronic commerce September 
2003 

In this paper we present a B2B integration project, which aims to augment the added value 
of services instead of Improving efficiency by automating processes. This paper introduces 
the VAlue Layered document Exchange (VALUE) model, which is a novel collaboration model 
adopted for this project. The key feature of the VALUE model is that partners exchange XML 
documents that are updated by adding elements for process information, such as the 
acceptance or rejection of a proposal, to received docume ... 



6 Complex relationships and knowledge discovery support In the InfoQuilt 77% 
U system 

A. Sheth , S. Thacker , S. Patel 

The VLDB Journal — The International Journal on Very Large Data Bases May 2003 
Volume 12 Issue 1 

Support for semantic content Is becoming more common in Web-accessible information 
systems. We see this support emerging with the use of ontologies and machine-readable, 
annotated documents. The practice of domain modeling coupled with the extraction of 
domain-specific, contextually relevant metadata also supports the use of semantics. These 
advancements enable knowledge discovery approaches that define complex relationships 
between data that is autonomously collected and managed. The InfoQuilt ... 



7 Session 3: Stylesheet transformations for interactive visualization: towards a 77% 
12 Web3D chemistry curricula 
Nicholas F. Polys 

Proceeding of the eighth international conference on 3D web tedinology March 2003 
Recent Standards specifications offer important but underemployed techniques to maximize 
access-to and distribution-of information for real-time 3D visualization over the web. This 
paper describes and evaluates such techniques to transform structured data such as 
Chemical Markup Language (CML) to different forms and contexts for Web3D delivery using 
Extensible Stylesheet Transformations (XSLT), Extensible 3D (X3D), and VRML97. Standards 
design approaches offer a number of advantages: data durabi ... 



8 At the forge: creating OpenACS packages 77% 

Reuven M. Lerner 
^ Linux Journal December 2002 
Volume 2002 Issue 104 



9 Industrial sessions: big data: The SDSS skyserver: public access to the sloan 77% 
U digital sky server data 

Alexander S. Szalay , Jim Gray , Ani R. Thakar , Peter Z. Kunszt , Tanu Malik , Jordan Raddick , 
Christopher Stoughton , Jan vandenBerg 

Proceedings of the 2002 ACM SIGMOD international conference on Management of 
data June 2002 

The SkyServer provides Internet access to the public Sloan Digital Sky Survey (SDSS) data 
for both astronomers and for science education. This paper describes the SkyServer goals 
and architecture. It also describes our experience operating the SkyServer on the Internet. 
The SDSS data is public and well-documented so it makes a good test platform for research 
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10 B-trees: bearing fruits of all kinds 77% 

Beng Chin Ooi , Kian-Lee Tan 
— Australian Computer Science Communications , Proceedings of the thirteenth 

Australasian conference on Database technologies - Volume 5 January 2002 

Volume 24 Issue 2 

Index structures are often used to support search operations in large databases. Many 
advanced database application domains such as spatial databases, multimedia databases, 
temporal databases, and object-oriented databases, call for index structures that are 
specially designed and tailored for the domains. Interestingly, in each of these domains, we 
find methods that are based on one distinct structure — the B-tree. Invented some thirty 
years ago, the B-tree has been challenged repeatedly, but ... 



11 The <bigwig> project 77% 
pjj Claus Brabrand , Anders Moller , Michael I. Schwartzbach 
— ACM Transactions on Internet Technology (TOIT) May 2002 
Volume 2 Issue 2 



We present the results of the <bigwlg> project, which aims to design and implement a high- 
level domain-specific language for programming interactive Web services. 



A fundamental aspect of the development of the World Wide Web during the last decade is 
the gradual change from static to dynamic generation of Web pages. Generating Web pages 
dynamically in dialog with the client has the advantage of providing up-to-date and tailor- 
made information. The development of systems ... 



12 Principles for digital library development 77% 
Alexa T. McCray , Marie E. Gallagher 



Communications of the ACM May 2001 
Volume 44 Issue 5 



13 Implennenting an e-connnnerce curriculum in a CIS program 77% 

Rahul Tikekar , Daniel Wilson 
— ' The Journal of Computing in Small Colleges January 2001 

Volume 16 Issue 2 



In this paper we describe the development of an e-commerce curriculum in the CIS program 
at Southern Oregon University. The e-commerce curriculum is incorporated through a set of 
two courses. The first is a client-server programming course that introduces the structure of 
the web along with client and server side scripting techniques. The second is a corporate 
web development course, which builds on the earlier course by introducing elements of e- 
commerce technology such as security and encry ... 



14 A reusable graphical user interface for manipulating object-oriented 77% 

[2 databases using Java and XML 

Suzanne W. Dietrich , Dan Suceava , Chakrapani Cherukuri , Susan D. Urban 

ACM SIGCSE Bulletin , Proceedings of the thirty-second SIGCSE technical symposium 

on Computer Science Education February 2001 

Volume 33 Issue 1 

This paper describes the design and functionality of a graphical user interface (GUI) written 
in Java Swing that is used to support instructional activities associated with teaching object- 
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oriented database (ooDB) concepts. The GUI supports the nWiipulation of objects in an 
OODB, assuming the implementation of a specified interface for interacting with an OODB. 
By using the interface, students can focus on object-oriented design and programming 
concepts associated with OODB concepts rather than ... 
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Junichi Suzuki , Yoshikazu Yamamoto 

Proceedings of the 16th annual international conference on Computer dooimentation 

September 1998 
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Communications of the ACM September 1985 
Volume 28 Issue 9 
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2 Harvesting design for an application frannework 77% 
Q| Joan Boone 

Proceedings of the 1996 conference of the Centre for Advanced Studies on 

Collaborative research November 1996 

Framework design begins with domain analysis. Either the problem domain is analyzed to 
create a new design, or the solution domain is analyzed to understand how the problem has 
already been solved. Solution domain analysis is advantageous for at least two reasons: 
solutions are likely to have addressed more concerns because they have been tested in a 
real-world environment and they provide a source for reusable code. On the other hand, 
such solutions may be too implementation-specific so as to 1 ... 
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Recent Standards specifications offer important but underemployed techniques to maximize 
access-to and distributlon-of information for real-time 3D visualization over the web. This 
paper describes and evaluates such techniques to transform structured data such as 
Chemical Markup Language (CML) to different forms and contexts for Web3D delivery using 
Extensible Stylesheet Transformations (XSLT), Extensible 3D (X3D), and VRML97. Standards 
design approaches offer a number of advantages: data durabi ... 
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Guillermo Ortega 
^ Linux Journal March 1999 

An overview of two applications for spacecraft and why these applications are being run on 



http://portalpv.acm.org/results. cfm?coll=ACM&dl=ACM&CFID=20078545&CFTOKEN=1 2... 4/13/04 



Linux 




5 Expressing guidelines into an ergonomical styleguide for highly interactive 77% 
Q applications 

Frangois Bodart , Jean M, Vanderdonckt 

INTERACT '93 and CHI '93 conference companion on Human factors in computing 
systems April 1993 
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A method for developing managing large-scale web usei^BRterf aces (WUI), cort^rising: 

designing and irt^lementing the WUI using the Model View Controller (MVC) paradigm, and 
adding an additional layer (5) to the MVC paradigm, said additional layer (5) coit^ rising 
a UI description (1), said UI description coir^rising all UI elements that are used by at 
least one of the MVC implementation con^onents, such as views and the sub^elements used 
to define them, descriptions of content data, and the behavior of the WUI. 
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ABSTRACT : 



In one embodiment, a method is described. The method of designing a web application 
includes designing a set of components, each component having a set of instances. The 
method also includes designing an application having references to the set of 
components. The method further includes designing an interface having references to the 
application, and building the application based on the interface and the designing of 
the application. 

In an alternate embodiment, a method is also described. The method of providing a web- 
based application includes receiving a request for a web-based application. The method 
further includes accessing the web-based application. The method also includes accessing 
a set of objects related to the web-based application within a repository, and executing 
the web-based application including the set of objects in a manner including interaction 
with a requestor originating the request for the web-based application. 
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A system and method are provided for controlling access to data of a business object via 
an attribute dictionary. The attribute dictionary, which stores attribute names and 
values, is dispatched over a network. A helper facade is provided for interfacing a 
business object and the attribute dictionary. Next, it is verified that a current user 
is authorized to either set or get one of the attribute values upon a request which 
includes the attribute name that corresponds to the attribute value. The helper facade 
is called to set, get, or update one of the attribute values based on the corresponding 
attribute name, wherein the helper facade shields the attribute dictionary from the 
application code of the business object. The attribute value in the attribute dictionary 
is obtained or updated if the verification is successful, and a dirty flag is set in the 
attribute dictionary and an indicator is broadcast upon the attribute value being 
updated. 
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ABSTRACT : 

A system, method and article of manufacture are provided for providing a warning upon 
retrieval of objects that are incomplete. An object is provided with at least one 
missing attribute. Upon receipt of a request from an application for the object access 
to the attributes of the object is allowed by the application. A warning is provided 
upon an atterr^t to access the attribute of the object that is missing. 
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ABSTRACT : 

A system, method and article of manufacture are provided for separating logic and data 
access concerns during development of a persistent object for insulating development of 
business logic from development of data access routine. A persistent object being 
developed is accessed and a state of the persistent object is detached into a separate 
state class. The state class serves as a contract between a logic development team and a 
data access development team. Logic development is limited by the logic development team 
to developing business logic. Data access development is restricted by the data access 
development team to providing data creation, retrieval, updating, and deletion 
capabilities . 
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ABSTRACT : 



Method of programming an information processing system having a plurality of data 
processing devices connected with a network and having access to data stored in complex 
structures, such as sets or trees, including providing a programming language on said 
information processing system in which data types of variables used therein are defined 
by the content of the variables, allowing program variables used with said programming 
language to be defined without assigning a predetermined data type thereto, developing 
application programs of the network management type using said programming language, 
manipulating said complex data structures using said application programs by requesting 
and receiving data from said complex data structures without designating particular data 
types of the data to be received, and providing a language interpreter for said 
programming language on each of said plurality of data processing devices. 
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